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shall be fabricated of U.S.S. Mo 25 gauge galvanized steel and 
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rteontai lines level and 
place and shall be 
manner. AB frames shall be 
has attained 


spacer clips, shims, channel lintels and 
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labor* materials, 
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Connection to ground of access floor under! 



access flooring 
ments 



s: units, including those with cutouts, 




center with a top 


per square foot with a maximi m surface ief lection 




Load: panels shall withstand a roiling load of 800 pounds al lied 

6* dia. x 1 1/2* wide for n*,O0Q cities over 

damage to the panel surface. Permanent set at the conclusion of tne 

in the path of the wheel shall 
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test shall 


Pedestals: Shall Support a 7,000 pound axial load. 


Center Load: 2,600 pounds 


El.&irieal Resistance: of System: Provide 
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manufacturer's standan 

, has the following ele *rical 
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Resistance: not less th i i 500,000 
than 20,000 mega-ohms measured across s Mace of floor 

by test method of onducfive 



: shall have a maximum electrical resistance of 1 ohm or less from 
of the panel (less surface covering and pedestn 1 pad) to the 
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shall not 
the ambient 


tee temperature exposure to 1600°F for 
increase the fop surface tempera re more than 


Af.TM E-84: flame spread of 0 and smoke development of 0 (less sunace covering) 
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and who has successfully 
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by the access flooring 
access flooring systems of a 


rd: provide access flooring which, when installed, complies with 
. 75 for raised 


lot 
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submit manufacturer* 
access flooring 



ba sed on 
wcrk. Include 



and other data *o 
Dfiwinss should also 


data and installation instructions 
aCturer's* maintenance 


complete layout of access flooring 

relationships to adjoining 
notes indicating materials, 

, accessories understructure 
entire access flooring s ;tem. 


include floor panel layout including ramp, step, md railing 


Srmpfes: submit samples of each exposed metal finish and each type and color of 
floor covering and accessory. 

end-test Data: submit manufacturer's certification ncluding 

with 


otvpurufig laboratory test data that access floonny pruvided compi 
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Pi )teefion: Use ail means necessary to protect the materials 


of thi *. Section 
worJ and materials 
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necessary 



nut- Size: 24* x 24 s unl€ 
required plus or minus 0.005* 
dtf ©reoce Between diagonal in 


erstructtsre by one person usin 
ges in installed position with 


s otherwise indicated. Fabricate panels to size 
a squareness tolerance, expressed as the 
easurements from corner to coiner of phis or minus 
of plus or minus 0.015* measured on diagonal 
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ane! corner to the pedestal head. Adjust 



ip shall be designed to carry 
vinyl runner for a non ski 


Architectural handrail of 
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e same loads as the access ' oor, with a self 


fastened to th< 
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Fesia: Aluminum facia shall be 


standard desig 
on the drawings. 


area. 


Flcosr Finish: floor panel finish to be 1/16" thick Ngh pressure pia ic laminate 

, or grade hwl20, fabricated ■ one piece 
approved by the City of New rk w/ MEA 


co .forming 
pa <3t 
66 8! 


ld3, high wear 
ic by Mtcarta 


Perimeter edging: shall match existing in like and kind. 

\ 

Pedestals: assrmblies shall comply with the City of New York, MEA ^5-69-M 

Preparation: take field measurements prior to preparation of shop < iwings and 
fabrication to ensure proper fitting of work. Indicate final measureme r ts on shop 
drawings. 

Installation:, install floor system and accessories under supervision of the 
manufacturer's/ authorized representative to ensure rigid, firm installation free of 
vibration, rocKmg, rattles, squeaks, and other unacceptable performances. 
La /out floor panel installation to keep the number of cut panels at tt ■ floor 
perimeter to a minimum. Scribe paneL Assemblies at perimeter to pre :de a close 
fit with no voidS Greater than 1/8" where panels abut vertical surfa< s. 
Locate each pedestal and complete any necessary subfloor preparatior and vacuum 
clean the subfloor of all dust, dirt and construction debris before starting 
installation. Set pedestals in adhesive as recommended by the floor manufacturer to 


Secure arid members where eoelicable to oedasta! heads in accordance with 
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scribe and fit vertical closures to subfloor and adjacent finished floor. 
Set in mastic and sear if required for plenum effect. 

Thoroughly vacuum clean the subfloor area as installation of floor panels proceeds. 

Extend cleaning under installed panels as far as possible. 

Ct 'ting and trimming or other dirt-or-debris producing operations will not be 

permitted in the rooms where the floor is being installed. 

Perform cutting and trimming or other dirt-or-debris producing operations as 

remotely as possible from installation area and in a manner to prevent 

subfloor surfaces under sections of access floor which already 


have been installed. 


led access floor to within 0.10" of true level over the entiro area and 
wi *iin 0.080° in any 1 0' distance. 
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paper or 
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Hnal Adjustments: after 
system and cover with 


repair damages to protective 


ion of installation, 
sheets of reinforced 
covering until directed 
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panels which are chipped, broken, stained, scratched or 
, or do not conform to specified requirements. 


Owner, Furnis maintenance 
protective cove for storage 
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of standard field panels 
to 1 .0% of amount 
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General Contractor shall suitably protect the accepted access floor. 


int tailed access floor. 
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work % h affects the 
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, 12* x 12" x 


square 


5-47-SM Flame S 


Pa : nfs: shall be as manufactured by Devoe* and Reynolds, Dupont, Glk.von or 


be of the type specifically manufactured for application to the surface 


be applied carefully with good clean brushes, or apprc ved 



out. Th© work Is to be performed so as to avoid damc*ge t© other surfaces. Ari^l/ 


Engineer. 


> aces shall w 
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Finish 
be of s 
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pa.nt 


coats: shall be smooth and free i 
shall be uniform in sheen, 
thickness to cover completely 
coats of paint. Doors 
sides, unless otherwise noted. 


shall 



runs, sags, holidays and other defects, 
d texture. Each coat of pair 
previous coat or s .-face. 
frames shall have two (2) coata of 


Ceiling tiles: shall be painted, one coat Luminall satin paint, ACRYPOLlfRSNE No. 
21 301 White, as manufactured by Luminall Paint Co. or approved equ 
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